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§1250.33 Utensils and equipment.

(a) All utensils and working surfaces
used in connection with the prepara-
tion, storage, and serving of food or
beverages, and the cleaning of food
utensils, shall be so constructed as to
be easily cleaned and self-draining and
shall be maintained in good repair.
Adequate facilities shall be provided
for the cleaning and bactericidal treat-
ment of all multiuse eating and drink-
ing utensils and equipment used in the
preparation of food and beverages. An
indicating thermometer, suitably lo-
cated, shall be provided to permit the
determination of the hot water tem-
perature when and where hot water is
used as the bactericidal agent.

(b) All multiuse eating and drinking
utensils shall be thoroughly cleaned in
warm water and subjected to an effec-
tive bactericidal treatment after each
use. All other utensils that come in
contact with food and drink shall be
similarly treated immediately fol-
lowing the day’s operation. All equip-
ment shall be kept clean.

(c) After bactericidal treatment,
utensils shall be stored and handled in
such manner as to prevent contamina-
tion before reuse.

§1250.34 Refrigeration equipment.

Each refrigerator shall be equipped
with a thermometer located in the
warmest portion thereof. Waste water
drains from ice boxes, refrigerating
equipment, and refrigerated spaces
shall be so installed as to prevent back-
flow of contaminating liquids.

§1250.35 Health of persons handling
food.

(a) Any person who is known or sus-
pected to be in a communicable period
or a carrier of any communicable dis-
ease shall not be permitted to engage
in the preparation, handling, or serving
of water, other beverages, or food.

(b) Any person known or suspected to
be suffering from gastrointestinal dis-
turbance or who has on the exposed
portion of the body an open lesion or
an infected wound shall not be per-
mitted to engage in the preparation,
handling, or serving of food or bev-
erages.

§1250.41

§1250.38 Toilet and lavatory facilities
for use of food-handling employees.

(a) Toilet and lavatory facilities of
suitable design and construction shall
be provided for use of food-handling
employees. Railroad dining car crew
lavatory facilities are regulated under
§1250.45.

(b) Signs directing food-handling em-
ployees to wash their hands after each
use of toilet facilities shall be posted
so0 as to be readily observable by such
employees. Hand washing facilities
shall include soap, sanitary towels and
hot and cold running water or warm
running water in lieu of hot and cold
running water.

(c) All toilet rooms shall be main-
tained in a clean condition.

§1250.39 Garbage equipment and dis-
position.

Watertight, readily cleanable non-
absorbent containers with close-fitting
covers shall be used to receive and
store garbage. Garbage and refuse shall
be disposed of as frequently as is nec-
essary and practicable.

Subpart C—Equipment and Oper-
ation of Land and Air Con-
veyances

§1250.40 Applicability.

The sanitary equipment and facilities
on land and air conveyances engaged in
interstate traffic and the use of such
equipment and facilities shall comply
with the requirements prescribed in
this subpart.

§1250.41 Submittal of construction
plans.

Plans for the construction or major
reconstruction of sanitary equipment
or facilities for such conveyances shall
be submitted to the Commissioner of
Food and Drugs for review of the con-
formity of such plans with the require-
ments of this subpart, except that sub-
mittal of plans shall not be required for
any conveyance under reconstruction if
the owner or operator thereof has made
arrangements satisfactory to the Com-
missioner of Food and Drugs for inspec-
tions of such conveyances while under
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